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Electromechanical Thermostats
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U9132105/115/120/125
DIAL OPERATED ELECTROMECHANICAL ROOM THERMOSTAT WITH
CALL FOR HEAT LED, ON-OFF SWITCH AND HEATING-COOLING
OPTIONS

Suitable for 230 V~ or 24 V~ operation (U9132105 ONLY) with switching load up to 5 (1)
amps.
Red LED light shows when the thermostat is calling for heat(U9132115/125/135 ONLY).
Simple to use dial operation with clear temperature settings from 5 °C to 30 °C.
Wall mounted thermostat in elegant white design, only 85 mm
wide x 85 mm high x 37,5 mm deep.
Accurate temperature control for maximum comfort - di�erential < 1°C.
Temperature range limiting stops to prevent accidental adjustment.
Compliant with directives EEC 2014/35/UE & 2014/35/UE.
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INSTALLATION

�  WARNING
1. Please ensure that the electrical wiring of

the installation, connections to and from
the thermostat and any remote sensor
connected to it are in accordance with
BS7671, the latest edition of the IET
Wiring Regulations.

2. The thermostat must be wired to the
electric mains through a switch capable of
disconnecting all poles compliant with the
current safety standards and with a
contact separation of at least 3mm in all
poles.

3. Before commencing work on the
installation, the electricity supply must be
disconnected.
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PRELIMINARY

The thermostat should be positioned approx.
1.5m from �oor level and must avoid being
positioned near draughts, sources of heat, cold
or in direct sunlight.

To install the thermostat:

1. First remove the dial, then remove the front
cover by disengaging the catch. Fig. 2 (C).

2. The thermostat has been designed for �xed
wiring only, cable access is through the rear
of the mounting backplate as shown in Fig. 4.

3. The backplate can be secured either to a �at
vertical mounting surface or to a single gang
�ush mounted wiring box.
The �xing centres are shown in Fig. 4.

4. Make the wiring connections to the backplate
as shown in section 4. ELECTRICAL WIRING.
Ensure the wiring diagram matches the
thermostat product code.

5. When the electrical connections are
complete, re�t the cover, ensuring the 2
upper plastic teeth and the lower catch are
located correctly. Re�t the dial aligning the
keyway on the spindle to the dial.
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